DUAL DRAFT ZUNFN >

INTEGRATED AIRFLOW

SYSTEM OVERVIEW “Dual Draft improves indoor
Dual Draft Integrated Airflow is a patented air quality and plant performance
solution that solves the two most pressing for vertical farmers. The Dual Draft

issues in vertical farms: microclimates and

poor drainage. By integrating an airflow system system forces air up from beneath

directly into fully draining plant trays, Dual Draft the canopy, where it actually counts.”
offers under-canopy and over-canopy airflow

in one elegant, turnkey solution. : - Brent VanZile

The only integrated product of its kind on the Director of Cultivation at

market, Dual Draft is the next evolution in vertical : Southern Sky Brands

farming and is positioned to do for airflow and
drainage what the LED has done for light.

* Provides under-canopy and over-canopy
airflow to plants

¢ Fully draining plant trays assure
consistent irrigation

* Improves yield, quality, consistency,
and plant health through the elimination
of microclimates and drainage issues

* The complete solution consists of airboxes
(Hurricane or Zero-Clearance), duct work,
and fully draining ABS trays

» 0-10V EC Controllable Motors

* 8'x4’ and 4’x4’ trays are UV stabilized
with anti-microbial properties

* (2) - 3/4” drain fittings per tray
* Airflow up to 2530 CFM

« Fits all standard mobile type and
stationary racking providers

* 5-Year Warranty on Fans

Dual Draft Integrated Airflow Systems provide airflow, plant trays, drainage, and structural support, for
vertical racking and single tier benching, in a fully integrated system. Delivering an average in excess of
12 meters per second at the outlets above and below the canopy.

Questions? Call us at 707.391.8370 www.dualdraft.ag



http://www.dualdraft.ag

DUAL DRAFT

INTEGRATED AIRFLOW

HURRICANE AIRBOX

* Integrates to Dual Draft tray system
* Mounts on the uprights, external to the rack structure
* Requires 16” clear, obstruction & 21” clear, airflow

- Utilizes two 240V / 1.5A centrifugal fans.
Total of 3A per airbox

» 0-10 VoIt EC controllable motors

DIMENSIONS
+39”x15” x15”
* 45 |bs. per airbox

AIRFLOW
- 2530 CFM @ 0” H20

+ 2178 CFM @ 0.8” H20
(operating point)

Fits all major I:*j]:_

rack manufacturers. ol

The Hurricane Airbox mounts to the

exterior uprights of the rack with the
duct mounted on the cross members .
of the rack, nesting under the fully I :1,_

draining ABS tray.

Questions? Call us at 707.391.8370

www.dualdraft.ag


http://www.dualdraft.ag

DUAL DRAFT

INTEGRATED AIRFLOW
AIRFLOW MAKES PLANTS GROW™

ZERO-CLEARANCE AIRBOX

* Integrates to Dual Draft tray system

« Compact design does not require space
external to the rack structure for mounting

- Utilizes two, 240V / 1.45A centrifugal fans.
Total of 2.9A per airbox.

» 0-10 Volt EC controllable motors

« Alternative Fan, 115V / 1.9A centrifugal fan,
total of 3.8A per airbox. Non-EC control motor

DIMENSIONS

+38”x15”x3.5”
(Fits in the tray)

» 3.5” Air intake shroud
(optional)

AIRFLOW
+ 1470 CFM @ 0” H20

+ 1260 CFM @ 0.8” H20
(operating point)

Fits all major
rack manufacturers.

The Zero-Clearance airboxes and duct work mounts on the cross
members of the rack, nesting under the fully draining ABS tray.



http://www.dualdraft.ag

DUAL DRAFT

INTEGRATED AIRFLOW
AIRFLOW MAKES PLANTS GROW™

INFINITY TRAY

The Infinity Tray leverages Dual Draft’s
patented technology to solve for
microclimate and drainage issues

in a form factor that addresses the
requirements of cultivators operating
single-tier growing facilities.

\
\

» Continuous gutter system

* One point of drainage or multiple points

« Simplified installation and plumbing

* Hemispherical under canopy duct
technology allows for customized
airflow location configurations

* Tailored to desired grow medium,
density and airflow requirements

The Infinity Tray by Dual Draft is
compatible with Dual Draft’s
Zero-Clearance and Hurricane
Airbox technologies and is available
in both 4 and 5 widths.



http://www.dualdraft.ag

DUAL DRAFT

INTEGRATED AIRFLOW
AIRFLOW MAKES PLANTS GROW™

VERTICAL TRAY
SYSTEM

Dual Draft Integrated Airflow
eliminates the two most pressing
problems in single-tier and vertical
farming, poor drainage and
microclimates, by integrating

the airflow system into fully
draining, structural plant trays.

* Provides under-canopy and
over-canopy airflow to plants

* Fully draining plant trays assure
consistent irrigation

» 8'x4’ and 4'x4’ trays are UV stabilized
with anti-microbial properties

* (2) — 3/4” drain fittings per tray

The patented Dual Draft Integrated
Airflow system starts with the

fully draining plant trays. These

ABS, UV-Stabilized, anti-microbial,
trays are engineered to ensure your
plants consistently receive the exact
irrigation volume intended.
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